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The Australian railway industry paid approximately 25–35 percent of its 1998 annual budget on rail 
track maintenance. The replacement costs of rails and sleepers were a considerable part of the 
expense (Yun & Ferriera, 2003). Ballasted railway track has become very common in rolling stock 
transportation and freight, especially in Australian coal and mining businesses. Two major parts of 
ballasted track are the super-structure and the sub-structure. The super-structure is made up of steel 
rails, the fastening systems and sleepers; whilst the ballast, sub-ballast, sub-grade and formation, 
form the sub-structure. Figure 1 illustrates the ballasted track components. Esveld (2001) notes that 
ballasted track has many advantages; for example, the construction costs are comparatively low, the 
maintenance and repair of track and its components are convenient, it has high damping and very 
good drainage properties, and noise can be controlled. Since railway track is always subjected to a 
variety of time-dependent loads, understanding the dynamic track behaviour is essential in order to 
evaluate the structural safety and service life of the railway track components. 
 
Traditionally, sleepers are the track components resting on the ballast formation transversely as 
shown in Figure 1. Railway sleepers were first made in timber, and then a limited number of steel 
sleepers were used, followed by the now popular concrete sleepers. The majority of modern railway 
sleepers used in Australia are the prestressed concrete sleepers. In general, the sleepers are required 
to: 
• support and restrain the rail foot; 
• sustain and distribute loads from the rail foot to the underlying ballast; 
• maintain the rail gauge and shape, and preclude rail inclination and track instability; 
• withstand longitudinal, lateral and vertical rail movements; 
• provide insulation between parallel rails, and 
• resist wearing and loading, and endure extreme weather conditions from cold to hot, and 











Figure 1 Typical ballasted track structure 
There are two commercially available types of concrete sleepers: twin-block and monoblock 
sleepers, as shown in Figure 2. The former sleepers were originally developed in France and used in 
Europe, India, Brazil, and Mexico. The later ones first came from the UK and have been adopted in 
countries such as Australia, Canada, China, Japan, the UK, the USA, and the former USSR (FIP, 
1987). Due to the nature of dynamic loadings on railway track, the vibration characteristics of 
concrete sleepers are essential in analysis and design procedures. Also, to develop and validate a 
numerical simulation of rail track, the free vibration characteristics of the sleepers in various 
conditions are needed. Archives of vibration response measurements and parameters of sleepers can 
help engineers to identify the vibration-based damage or remotely monitor the sleeper health, since 
it is clear that the sleeper damage occurs mostly at resonant frequencies of the sleepers (Grassie, 
1995). The resonant vibrations of sleepers affect not only the sleepers themselves, but also the 
wheel–rail interaction forces. These effects have been analytically studied by Clark et al. (1982), 
Grassie and Cox (1985), and Knothe and Grassie (1993). Due to their wide use, the design and 
maintenance of prestressed concrete sleepers is a major concern to Australian track engineers. 
 
There have been a number of studies related to the determination of dynamic properties of concrete 
sleepers. Modal analysis is one of the widely used techniques to examine the vibration 
characteristics of concrete sleepers. Ford (1988) performed modal analysis on a concrete sleeper in 
free-free condition using an electrodynamic shaker. Dahlberg and Nielsen (1991) developed an 
analytical model for analysing dynamic behaviour of concrete sleepers in both free-free and in-situ 
conditions. Based on the experimental results, a two-dimensional dynamic modelling for vibration 
analysis of concrete sleepers was done by Grassie (1995). It was found that the Timoshenko beam 
element was the best approximation of the concrete sleepers, even though the elastic properties of 
prestressed concrete sleepers may not be precise. Recently, Gustavson (2000) and Vincent (2001) 
performed the three-dimensional finite element modelling and modal testing of concrete sleepers in 
free-free condition. The results were in good agreement between numerical and experimental data. 
In reality, however, the sleepers are placed on ballast/subgrade formation. A comprehensive 








a) Twin-Block                                                                  b) Monoblock 
 
Figure 2 Concrete sleepers 
 
This paper presents results of an experimental modal analysis of prestressed concrete sleepers in 
both free-free and in-situ conditions. Four types of prestressed concrete sleepers were provided by 
the Australian manufacturers. The concrete sleepers were tested using an impact hammer excitation 
technique over the frequency range of interest: 0 to1600 Hz. Frequency response functions (FRFs) 
were measured using the Bruel&Kjaer PULSE dynamic analyser. The FRFs were processed using 
the STARModal analysis package to identify natural frequencies and the corresponding mode 
shapes for the sleepers.  The conclusions are presented on the effect of boundary conditions on the 
dynamic properties of prestressed concrete sleepers and their use for predicting railway track 
dynamic responses. Vibration parameters of concrete sleepers are required for the development of a 
realistic dynamic model of railway track capable of predicting its responses to impact loads due to 
wheel burns, irregularities of the rail, so on. 
 
 2. Analytical Modal Analysis  
 
Measurements of vibration responses in structures result in the modal parameter identification to 
obtain the dynamic characteristics of the structures. There are a number of methods to extract the 
dynamic characteristics, depending on the format of data obtained (Ewins, 1995; He & Fu, 2001).  
 
In a dynamic system, the equation of motion of the system can usually be represented by  
 
[ ]{ } [ ]{ } [ ]{ } { }M x C x K x f+ + =&& &  (1) 
 
where  [ ]M  is the mass matrix, [ ]C  is the damping matrix, and [ ]K  is the stiffness matrix. The 
harmonic force applied to the system with magnitude F  and loading frequency ω  is given by  
 
{ } sin j tf F t Fe ωω= =   (2) 
 
As known, a non-trivial solution to Equation (1) is { } { } j tx X e ω= .  Substituting this solution to 
Equation (1) and manipulating it with Equation (2), the equation of motion becomes 
 
[ ] [ ] [ ]( ){ } { }2 M j C K X Fω ω− + + =                     (3) 
 
With some manipulations, transforming Equation (3) using modal coordinates by using 
{ } [ ]{ }X Q= Φ  and the orthogonality principle, and it then  yields 
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Recalling { } [ ]{ } 1 1 ... n nX Q Q Qφ φ= Φ = + + , Equation (4) can be re-written as 
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Then, the receptance of the system can be identified by 
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Herein, iω  denotes the resonant frequency, iφ  is the mass-normalized mode shape, and iξ  
represents the modal damping ratio.  
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3. Experimental Overview 
 
All test specimens were prestressed concrete sleepers designed in accordance with AS1085.14-
2003. The dimensions and masses of the test sleepers are tabulated in Table 1.  Sleepers No. 1 and 2 
are the heavy- and medium-duty sleepers provided by ROCLA. Sleepers No.3 and 4 are the broad- 
and narrow-gauge sleepers provided by AUSTRAK. The excitation points were located on the top 
surface of the sleeper at every 150 mm along the perimeter. It should be noted that the number of 
these positions should be sufficient to represent the vibration modes of interest. In this case, an 
accelerometer had a fixed position whilst an instrumented impact hammer was roved along the 
excitation points. Figure 3 shows the experimental setup of a sleeper in free-free condition.  The 
sleepers were suspended by very soft springs to simulate free-free boundary conditions.  After 
performing the modal testing, the sleepers were then placed on the ballast bed that imitated the 
actual track construction, as illustrated in Figure 4. 
 
Table 1 Dimensions and masses of the test sleepers 





(m) width depth width depth 
1 206.0 2.50 0.20 0.23 0.21 0.18 
2 198.1 2.47 0.22 0.18 0.21 0.17 
3 299.5 2.85 0.22 0.21 0.22 0.18 





            Figure 3 Free-free condition             Figure 4 Ballast condition 
 
From experience, the best position for mounting the accelerometer is at the end of the sleeper. The 
instruments used in this study were a PCB accelerometer, the PCB impact hammer, and the 
Bruel&Kjaer PULSE vibration analyser. The accelerometer was mounted at the sleeper end. Using 
the hammer to excite vibrations in the sleeper over the frequency range 0 to1600 Hz, the 10-time 
average vibration responses represented by the FRFs were obtained using the PULSE system. Then, 
processing the recorded FRFs by STARModal gave the natural frequencies and modal damping 
constants of the sleeper. All procedures were performed twice per a sleeper for free-free and 
ballasted-support conditions. 
 4. Results 
 
The results of vibration tests for Sleepers No. 1–4 are depicted in Tables 2–5. In these tables, the 
first five modes of vibration are presented. For all sleepers, it was found that the first bending mode 
in a vertical plane clearly dominated the first resonant mode of vibration both in free-free and 
ballast conditions. Table 2 shows the experimental dynamic properties of Sleeper No. 1 (ROCLA 
Heavy Duty). For a free-free condition, the lowest frequency corresponded to the fundamental 
bending mode, the second frequency to the second bending mode, the third frequency to the lowest 
torsional mode, the fourth frequency to the third bending mode, and the fifth mode to the second 
torsional mode. Similar modes of vibration were identified for the sleeper in the in-situ boundary 
condition. Of all five modes, the most significant change in natural frequencies between the free-
free and in-situ conditions was the first bending mode. The maximum frequency increase was about 
15 percent. However, it was found that at higher resonant frequencies, the effect of boundary 
conditions was remarkably decreased to only two percent difference in the forth and fifth vibration 
modes. Also, it should be noted that the ballast support played a significant role in increasing the 
damping values of all vibration modes. The maximum damping increase due to sleeper-ballast 
interaction was more than 50-fold in the first bending mode and the average change in other modes 
was between five and 10-fold. The mode shapes of ballasted sleepers were quite difficult to identify 
since some mode shapes were sometimes too closely spaced between each mode of vibration. The 
effect of boundary conditions on vibration properties of sleepers is depicted in Figure 5. 
 
The experimental modal results for Sleeper No. 2 (ROCLA Medium Duty) are presented in Table 3. 
The frequency change between the free-free and in-situ conditions ranged from approximately one 
to 12 percent. The ballast support augmented the damping values of all vibration modes, varying 
from four to 35 times. Table 4 gives the results of the experimental modal analysis of Sleeper No. 3 
(AUSTRAK Broad Gauge). Up to a 34 percent frequency increase was found in the lowest mode 
which was considerably reduced to just a few percent in the higher frequency modes. At all 
frequencies, with one exception, the damping ratios on the ballast condition increased in the range 
from six up to 25 times. The one exception was the maximum increase in the first torsional 
frequency. Table 5 presents the modal properties of Sleeper No. 4 (AUSTRAK Narrow Gauge). 
The same trends in frequencies and damping constants for the sleepers in free-free and in-situ 




Vibration parameters of concrete sleepers are very important for the development of a realistic 
dynamic model of railway track capable of predicting its dynamic responses. The results of the 
experimental modal analysis for prestressed concrete sleepers under different boundary conditions 
are presented in this paper. Four types of prestressed concrete sleepers manufactured in Australia 
were tested using an impact hammer excitation technique over the frequency range of interest: from 
0 to 1600 Hz. It was found that the resonant frequencies and damping ratios associated with the 
lower mode of vibration of prestressed concrete sleepers were considerably affected by the support 
boundary conditions. However, the influence of the ballast condition was reduced in the higher 
frequency range. The dominant effect of the in-situ support was placed on the modal damping in the 
ballast-sleeper interaction. In addition, the mode shapes, which can indicate the deteriorated state of 
concrete sleepers, were affected by the ballast condition. In summary, the in-situ boundary 
condition had a remarkable influence on the natural frequency, modal damping, and vibration mode 
shape of prestressed concrete sleepers, especially in the low frequency range.  It is recommended 
that the determined parameters of concrete sleepers be used in modelling of railways tracks where 
the effect of the boundary condition will be taken into account. 
 
Table 2 Modal parameters of sleeper no.1 – ROCLA Heavy Duty 
 
Free-Free Condition Ballast Support Mode 
Frequency (Hz) Damping  
(%) 



















































































































Table 3 Modal parameters of sleeper no.2 - ROCLA Medium Duty 
 
Free-Free Condition Ballast Support Mode 
Frequency (Hz) Damping  
(%) 














































































































Table 4 Modal parameters of sleeper no.3 - AUSTRAK Broad Gauge  
 
Free-Free Condition Ballast Support Mode 
Frequency (Hz) Damping  
(%) 

















































































































Table 5 Modal parameters of sleeper no.4 - AUSTRAK Narrow Gauge  
 
Free-Free Condition Ballast Support Mode 
Frequency (Hz) Damping  
(%) 




































































































































The authors would like to acknowledge the CRC for Railway Engineering and Technologies for the 
financial support as part of Project #5/23. The sleepers were provided by ROCLA and AUSTRAK. 
Thanks also go to technical officers, A Grant, B Ian, and I Bridge for their technical support. Also, 
the second author is grateful to Rail CRC for providing him the PhD scholarship throughout the 




Clark RA, Dean PA, Elkins JA, and Newton SG, (1982) An investigation into the dynamic effects of railway vehicles 
running on corrugated rails. J Mech Eng Sci; 24:65-76. 
Esveld C, (2001) Modern Railway Track, The Netherlands MRT Press 
Ewins DJ, (1995) Modal Testing: Theory and Practice, Taunton Research Studies Press 
Dahlberg T and Nielsen J, (1991, April) Dynamic behaviour of free-free and in-situ concrete railway sleepers. Procs of 
Int Symp on Precast Concrete Railway Sleepers, Madrid, Spain 
Ford R, (1988) Modal analysis of a concrete railway sleeper, Research Note AVG/RN881122-1, School of Mechanical 
and Industrial Engineering, UNSW, Australia. 
Grassie SL, (1995) Dynamic modelling of concrete railway sleepers. J Sound and Vib; 187(5):799-813. 
Grassie SL and Cox SJ, (1984) The dynamic response of railway track with flexible sleepers to high frequency vertical 
excitation. Procs of Inst Mech Eng; 198D:117-124. 
Gustavson R, (2000) Static and dynamic finite element analyses of concrete sleepers. Licentiate Eng. Thesis, Dept of 
Struct Eng, Chalmers University of Technology, Göteborg, Sweden 
He H and Fu Z, (2001) Modal Analysis, Great Britain Butterworth – Heinemann Publishers 
Knothe K and Grassie SL, (1993) Modelling of railway track and vehicle/track interaction at high frequencies. Vehicle 
System Dynamics; 22:209-262. 
FIP Commission on Prefabrication, (1987) State of art report on concrete railway sleepers. London Thomas Telford 
Vincent G, (2001) Modal analysis and numerical modeling of a concrete railway sleepers. M.Eng. Thesis, Dept of 
Struct Eng, Chalmers University of Technology, Göteborg, Sweden 
Yun WY and Ferreira L, (2003) Prediction of the demand of the railway sleepers: A simulation model for replacement 
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